




Specifications

Resolution 1 µm

Accuracy up to 30 mm 4 µm (3 µm on request)
up to 300 mm 10 µm

Repeat Accuracy unidirectional +/- 1 µm
bidirectional +/- 2 µm

Scale on Rail grating pitch 40 µm
max. length 300 mm

Rail sizes 7, 9, 12, 15 and 14, 18, 24, 42
quality G1 and V1
lengths according MINIRAIL

Speed max. 5 m/s

Acceleration max. 30 g

Operating Temperature 0o - 70o C

Humidity 10 - 90 % relative humidity,
non condensing

Sensor lifetime 100 000 h MTTF
(mean time to failure)

shock 300 g (0.4 ms)
vibration 30 g (20 Hz)

Power Supply 5 VDC +/- 5 % @20 mA

Output Signal CMOS/TTL compatible
Output impendence 60 Ohm

Interface FPCB (flexible printed circuit board)
with ZIF connector
Total length 75 mm
Min. bending radius 10 mm

RoHS Compatibility Work in progress

Electromagnetic Compatibility (EMC) EN 61000-6 compliant according
EEC/89/336

Protection Class IP 60



MINISCALE - dimensions

 JAPAN 
Nippon SCHNEEBERGER KK 
Shimouma Miyagawa Bld 4F
1-49-12 Shimouma
154-0002 Tokyo
Phone +81 3 5779 7339
Fax +81 3 3487 6010

    
E-Mail:

 

info-j@schneeberger.com
 

 
 

CHINA 
SCHNEEBERGER (Shanghai) Co., Ltd. 
Rm 606, Sheng Gao International Building, 
No.137 XianXia Road
200051 Shanghai

 
Phone +86 21 6209 0027 / 37

 
Fax     +86 21 6209 01102

 
E-Mail:

 

info-cn@schneeberger.com
 

 

USA 
SCHNEEBERGER Inc. 
11 DeAngelo Drive 
Bedford, MA 01730 
Phone +1 781 271 0140 
Fax     +1 781 275 4749 
E-Mail: 
info-usa@schneeberger.com 
 

ITALY 
SCHNEEBERGER S.r.l.  
Piazza Aldo Moro, 2 
21018-Sesto Calende (VA) 
Phone +39 0331 93 2010 
Fax     +39 0331 93 1655 
E-Mail: 
info-i@schneeberger.com 
 
 

GERMANY 
SCHNEEBERGER GmbH 
Gräfenau, Postfach 70 
75339 Höfen/Enz 
Phone +49 7081 782 0 
Fax     +49 7081 782 124 
E-Mail: 
info-d@schneeberger.com 

SWITZERLAND 
SCHNEEBERGER AG 
St. Urbanstrasse 12 
4914 Roggwil/BE 
Phone +41 62 918 41 11 
Fax     +41 62 918 41 00 
E-Mail: 
info-ch@schneeberger.com 

 

For more detailed technical data please refer to the SCHNEEBERGER MINIRAIL catalogue 
      
 
  www.schneeberger.com 

Type Dimensions [mm]
A A1 B B1 s s1 s2 J J1 L L1 L4 L5 L6 N e f1 f2

standard sizes
MNS 7 8 11.5 17 7 3.3 8.4 8 6.5 4.5 24.6 8 15 5 22.1 12 M2 2.4 4.2
MNS 9 10 12.5 20 9 3.75 8.4 8.2 8 5.5 32 10 20 7.5 29 15 M3 3.5 6
MNS 12 13 14.5 27 12 6.1 8.4 8.2 10 7.5 36.4 15 25 10 33.4 20 M3 3.5 6
MNS 15 16 16 32 15 7.45 8.4 8.2 12 9.5 43.7 20 40 15 40.7 25 M3 3.5 6

wide sizes
MNS 14 9 12 25 14 4.15 8.4 8.2 6.8 5.2 32.1 10 30 10 29.6 19 M3 3.5 6
MNS 18 12 14 30 18 4.75 8.4 8.2 8.5 7 40 12 30 10 37 21 M3 3.5 6
MNS 24 14 15.5 40 24 6.6 8.4 8.2 10 8.5 46.4 15 40 15 43.4 28 M3 4.5 8
MNS 42 16 16 60 42 7.95 8.4 8.2 12 9.5 55.7 20 40 15 52.7 45 M4 4.5 8

CZECH REPUBLIC
SCHNEEBERGER Mineralgusstechnik s.r.o.
Prumyslovy park 32/20
350 02 Cheb - Dolni Dvory
Phone +420 354 400 941
Fax     +420 354 400 940
E-Mail:
info-mineralguss@schneeberger.com

INDIA
SCHNEEBERGER India Private Limited
Dhannur, 2nd Floor 15 Sir P M Road, Fort
400 001 Mumbai
Phone +91 22 2263 2372
Fax     +91 22 2263 2371
E-Mail:
info-in@schneeberger.com

P
at

en
t p

en
di

ng
. U

S
-2

01
0-

00
31

52
4-

A
1




