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The AMSA-3L start-up guidance discribes how to install the AMSA-3L assembly
tool for butt joint rails software on a personal computer (PC) and how to connect
the MWM-3L hardware to a PC.

1 Information on this start-up guidance

1.1 Function and validity

1.2 Target group
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SCHNEEBERGER has defined the following user groups:
• Product manufactures
• Product users
The product manufacturer is the direct customer of SCHNEEBERGER. The
product manufacturer installs the SCHNEEBERGER system in his machine and 
sells the end product to the product user.
This startup-guidance is intendesd for the product manufacturer

1.3 Symbols used

� This is a single step action.

1. This is the first step of a multi.step action.

Note
These are information and recommendations.

Action

Note

1.4 System requirements

Windows XP
Service Pack 2 or later

Windows XP 
Service Pack 2

Operating system

1024x768 Pixels800x600 PixelsScreen resolution

256 MB64 MBRAM

Pentium III 600 MHzPentium 200 MHzProcessor

RecommendedMinimum



The correct installation order is:
1. Install the AMSA-3L software.
2. Shut down the PC.
3. Connect the MWM-3L harware to the PC.
4. Restart the PC.
5. Finish the installtion process.

2 Installation

2.1 Overview

2.2 Installation instructions
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Installation order

1. Insert the AMSA-3L CD into the CD drive or insert the AMSA-3L USB Stick 
into a USB port. The software installer will start automatically and the
windows below will appear. Follow the instructions on the screen.

2. Click Next >> to continue.

Notes
If the software installer will not automatically start, open the Windows Explorer, 
right-click the CD icon or the USB drive and select Auto Play.

In same cases the installer first has to update your system. In this case follow the
instructions on the screen and restart your PC to finish the update process. 



The next windows display information of National Instrument about hardware
support and device drivers.
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On the next windows you can choose the destination directories of the software. 
You do not need to change the location.

� Click Next >> to continue.

� Click Next >> to continue.



To use the software you have to agree to the SCHNEEBERGER Software Licence
Agreement and the National Instruments Aoftware License Agreement. Read both
licenses carefully and accept both agreements.
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1. Mark „I accept the License Agreement(s)“.
2. Click Next >> to continue.

1. Mark „I accept the License Agreement(s)“.
2. Click Next >> to continue.



The next windows shows a summary of the components the installer will install on 
your PC.
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� Click Next >> to continue.

The installer begins to install all software components on your PC.

1. Click Next >> to continue.
2. Wait until the installer finishes the installation process.



After the installer finished the installation process the follwing window will appear.
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� Click Finish to continue.

The software can only be used after a restart of your PC. 

� Click Shut down to continue.

1. Wait until your PC shutted down.
2. Power off your PC.
3. Connect the MWM-3L hardware to a USB port of your PC.
4. Power on your PC.



The Windows New Hardware Wizard will come up during the start up process.
Follow the instructions of the Wizard to complete the installation of the hardware.
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The start up process will continue and the software can now be used. 

1. If the Wizard asks you to connect to the Windows Update Page, select No 
and click Next >> to continue.

2. Choose Install the software automatically (recommended) and click
Next >> to continue.

The Wizard searches for the best device driver and installs it into your system.

3. Click Finish to complete the Windows New Hardware Wizard.

2.2 Check the installation

Open the National Instruments Measurement & Automation Explorer (MAX) to 
check if the USB device and all of its components are installed correctly.
You can start MAX through the start menu (Start >> National Instrument 
Measurement & Automation ) or double click the MAX desktop link.

In MAX be sure there is a entry „AMSA-3L“ under My System >> Data
Neiborhood >> NI-DAQmx Tasks .
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Be sure there is a NI USB-6008OEM1 device called AMSA-3L under MY System 
>> Devices and Interfaces >> NI-DAQmx Devices and the device will 
pass the self-test.

To start the self-test
• Mark the NI USB-6008OEM1 device and
• Click Self-Test.

Note:
If the AMSA-3L Task or the AMSA-3L device are not listed in the MAX you can
install these items manually.

1. Open the Windows File Explorer.
2. Browse to the support directory of the AMSA-3L application

(e.g. C:\Programs\Scheneeberger\AMSA-3L\Support)
3. Double-click the file: configData.nce

The MAX configuration will then be updated automatically.



SCHNEEBERGER – «Essentials for the Best!»

�KATALOGE

MONORAIL und AMS
LINEARFÜHRUNGEN und Umlaufkörper
LINEARTISCHE
MINIRAIL
AUTOMATION

�PROSPEKTE

NanoX
MINIMODUL 
SYSTEME
MINERALGUSS RHENOCAST®
SPEZIALKOMPONENTEN

�SCHNEEBERGER GESELSCHAFTEN

SCHWEIZ
SCHNEEBERGER AG
St. Urbanstrasse 12
4914 Roggwil/BE
Tel.  +41 62 918 41 11
Fax  +41 62 918 41 00

E-Mail:
info-ch@schneeberger.com
www.schneeberger.com

�DEUTSCHLAND
SCHNEEBERGER GmbH
Gräfenau, Postfach 70
75339 Höfen/Enz
Tel.  +49 7081 782 0
Fax  +49 7081 782 124

E-Mail:
info-d@schneeberger.com

�ITALIEN
SCHNEEBERGER S.p.A.
Via S. Gottardo, 10
21021 Angera VA
Tel.  +39 0331 93 2010
Fax  +39 0331 93 1655

E-Mail:
info-i@schneeberger.com

�USA
SCHNEEBERGER Inc.
11 DeAngelo Drive
Bedford, MA 01730
Tel.  +1 781 271 0140
Fax  +1 781 275 4749

E-Mail:
info-usa@schneeberger.com

�CHINA
SCHNEEBERGER (Shanghai) Co., Ldt.
Denghui Lu 1128, Minhand District
Shanghai 201108
Tel.  +86 21 6209 0037 / 27
Fax  +86 21 6209 0102

E-Mail:
info-cn@schneeberger.com

�JAPAN
Nippon SCHNEEBERGER KK 
3-23-12 Shimouma, Setagaya-ku
Tokyo 154-0002 
Tel.  +81 3 5779 7339
Fax  +81 3 3487 6010

E-Mail:
info-j@schneeberger.com

�SCHNEEBERGER VERTRIEBSBÜROS

BENELUX
Tel.     +31 4 3365 4532
Fax     +31 4 3365 3579
Mobil  +31 6 5326 3929

E-Mail: 
info-nl@schneeberger.com

�NORDFRANKREICH
�Tel.    +32 6833 7773
Fax    +32 6833 3863
Mobil  +32 4 7978 1870

E-Mail: 
info-f@schneeberger.com

�SÜDFRANKREICH
�Tel.    +33 4 7239 5223
Fax    +33 4 7239 5224
Mobil  +33 6 0941 6269

E-Mail: 
info-f@schneeberger.com

�GROSSBRITANNIEN
�Tel.    +44 16 2582 7708
Fax    +44 16 2582 7780
Mobil  +44 77 8814 5645

E-Mail: 
info-uk@schneeberger.com

�ISRAEL
�Tel.    +972 9767 9499
Fax     +972 9767 3397
Mobil  +972 5 0551 7920

E-Mail: 
info-il@schneeberger.com

�KOREA

�Tel.    +82 2442 0971
Fax    +82 2442 2971
Mobil  +82 1 6202 0971

E-Mail:
info-k@schneeberger.com

�ÖSTEREICH
�
�Tel.    +43 2 2387 2945
Fax    +43 2 2387 2983
Mobil  +43 67 6935 1035

E-Mail:
info-a@schneeberger.com

�POLEN, SLOWAKEI UND
TSCHECHISCHE REBUBLIK
��Tel.    +420 5 4725 0333
Fax    +420 5 4725 0444
Mobil  +420 6 0278 4077

E-Mail: 
info-cz@schneeberger.com

�SPANIEN UND PORTUGAL
�
�Tel.   +34 6 4991 9740
Fax    +34 9 4687 0973
Mobil  +34 6 4991 9740

E-Mail: 
info-es@schneeberger.com

�TSCHECHISCHE REPUBLIK
SCHNEEBERGER Mineralgusstechnik s.r.o
Prumyslovy park 32/20
350 02 Cheb – Dolni Dvory
Tel.  +420 354 400 941
Fax  +420 354 400 940

E-Mail:
Info-mineralguss@schneeberger.com


